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Medium duty, OEM style remote speaker 
mic with 2.5mm accessory jack.

Speaker Mics & Headsets

Microphone:
Sensitivity: -34dB ± 2dB
Impedance: 2.2KΩ
Frequency Range: 20-20KHz
Operating Voltage: 1.1-10V

Speaker:
Sensitivity: 110dB ± 10%
Impedance: 8Ω ± 15%
Rated Power: 1W
Max Power: 1.5W
Frequency Range: F0-5KHz

GRSM-MD3

Rubber D shaped ear hanger headset 
with swivel mini-boom gooseneck mic 
and mini in-line PTT.

•	 Kevlar™ reinforced cable
•	 Lightweight design for extended comfort
•	 Clear audio
•	 Two year warranty

GHS-MB1

Microphone:
Type: Elec Condenser Microphone
Impedance: 2.2KΩ
Sensitivity: -40dB ± 2dB @ 1000Hz
Operating Voltage: 1.1 -10VDC

PTT:
Dimensions: 34.9mm x 14.2mm x 11.8mm

Speaker:
Dimensions: 23mm
Impedance: 32Ω ± 15% @ 1000Hz
Rated Input Power: 100mW
Max Power: 200mW
Sound Pressure Level: 107dB ± 2dB @ 1000Hz


